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RYNAN?® InSENTINEL is an intelligent device that leverages artificial inteligence (Al) fechnology to auto-
matically attract, identify, analyze, count, and generate real-time density charts of insects.

Utilising computer vision and edge-computing technologies, the system can identify a wide range of insect
to serve various type of crops, delivering high efficiency. Collected data and images are synchronized to
the RYNAN SaaS central management software, enabling users to monitor and analyze data effortlessly.
Additionally, data visualization is supported through the RYNAN® MEKONG mobile application, available for
free download on the App Store and Google Play platforms.
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TECHNICAL SPECIFICATIONS

Dimensions 2,00x 1,75x 4,00 m

Battery Cabinet

Material Stainless stee

AC-quy 12V-100 Ah (expandable up to 400 Ah), with solar panel support for

Power supply continuous operation

Attraction Method U’riIizeg LED Iigh’rs (UV, GBW) and pheromones to attract various insect
species effectively

Equipped with sensors fo monitor environmental condifions, utilizing

Integrated Sensors advanced pressure technology

Capable of measuring temperature, humidity, light intensity, wind speed,

Environmental Monitor .
and rainfall levels

Employs a high-resolution camera for real-time insect photography, integrated

Al Recognition with analysis software to classify insects and frack changes over fime
Data Transmission Synchronizes data with the RYNAN® MEKONG SaasS cloud platform in real time
Connectivity 4G / Wifi

Operating Conditions Temperature range of 0-70°C, humidity range of 0-95%
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INSENTINEL Smart Insect Monitoring Network

Accurate monitoring
anytime, anywhere
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RYNAN® MEKONG

Harmless Insects
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